ZCORPORATION ™

ZScanner-700

the first self-positioning, real-time surfacing, 3d laser scanner

Adding Speed and Mobility
To the World of 3D Scanning



Save time at every step. Plug-and-play set-up has you scanning in
minutes. Simply capture the entire object in one continuous scan
with no stopping to reposition and recalibrate. And no more
stitching together multiple scans in tedious post-processing. The
scanner — with included ZScan™ software — automatically produces
an .stl file that’s ready for output to a 3D printer or the software
package of your choice.

This handheld scanner captures virtually any object from any
angle, anywhere. The object-based reference coordinate system
means parts can even be moved in mid-scan. Real-time surfacing
shows progress as you go revealing ‘hidden’ spots and ensuring
a complete scan no matter how hard-to-reach or detailed the
object may be.

Take this portable, lightweight system anywhere then quickly set
it up and start scanning. Accurate and mobile, it’s ideal for a
broad array of applications including product design, digital
archiving, animation, packaging, medical orthosis and education.

Real-time 3D Scanning In The Palm Of Your Hand

The ZScanner 700 brings needed creates a polygon mesh of the object’s the target surface. So hard-to-reach
speed, ease-of-use and unprecedented surface in real-time — so you can see objects are nearly impossible to scan and
versatility to 3D Scanning. Scan any what has and has not been scanned as extensive post-processing is needed to
object in the tightest spaces and do it you go. Increase the scan resolution stitch multiple scans into one.
in real-time with one continuous scan. on the fly to scan the tightestspacesor o oo 700 captures a complete

. most detailed areas. . .
Simply connect the system to your scan all at once — with all the mobility that
laptop with FireWire™. Add the Conventional scanners require fixed- comes with a handheld device. Virtually
reflective targets to the object. Then position tripods, bulky mechanical any object, at any angle in any location
quickly calibrate and start scanning arms, or external positioning devices can be scanned with the ZScanner 700.

within minutes. The ZScan™ software that must be within the line of sight of



distance meter leds
Indicate the distance between the
part being scanned and the cameras

“power” led

“preview” button

Indicates the system
state: ON/OFF

led lights

Light the reflective targets

Displays laser cross
(does not allow data acquisition)

“record” led
Indicates that data
acquisition is in progress

cameras
Locate the targets and
laser lines on the object

laser cross
Allows real-time surface
rendering of the object

trigger button

Starts data acquisition

ZScan Software
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e |ntuitive interface

 Real-time processing from
scanned data to mesh

e |[ncrease or decrease mesh
resolution without having
to rescan

e Export directly to .stl







